
Dr. Vizkelety Tibor
Dr. Bodó Gabriella

Juhász Péterné

NNGYK Audiológiai Szakrendelés



Fül-orr-gégészeti szűrővizsgálatok
 Az Emberi Erőforrások Minisztériuma szakmai irányelve a 0–18 éves 

korú gyermekek teljes körű, életkorhoz kötött hallásszűréséről és a 
kiszűrt gyermekek gondozásba, rehabilitációba vételéről

2015. EüK 9. szám EMMI szakmai irányelv

 1 hónapos korig kötelező elvégezni a BERA vizsgálatot

 Felnőttkori hallásszűrés



Munkahelyi hallásszűrés
 EüM szakmai protokoll (Eük 2008/10.) a zaj okozta halláskárosodás 

megelőzéséről
Készítette: a Foglalkozás-orvostani Szakmai Kollégium

 Szűrőaudiometriás vizsgálat: 250-8000 Hz légvezetéses küszöb
 25 dB halláscsökkenés felett klinikai audiometria
 Normál hallás fogalma
 Normál hallástartomány: -10 dB – 15 dB
 Életkor, nem és egyéb tényezők



Hallásküszöb különböző 
korcsoportokban



Hallásküszöb különböző 
korcsoportokban

Előadó
Bemutató megjegyzései
Patterns of hearing changes in women and men from denarians to nonagenariansKoichiro Wasanoa,b wasano@a5.keio.jp ∙ Kimitaka Kagac ∙ Kaoru Ogawad



Szűrőaudiometria vs klinikai 
audiometria



Szűrőaudiometria vs klinikai 
audiometria

 Csak légvezetés
 Egy csatornás
 125 Hz – 8 kHz
 Csak küszöbaudiometria

 Lég- és csontvezetés
 Két csatornás
 8Hz – 20 kHz
 Beszédaudiometria
 Küszöbfeletti vizsgálatok
 Szabad hangteres 

vizsgálatok



Eltérések okai
 Vizsgálati környezet (háttérzaj)
 Maszkolás hiánya (áthallás)
 Vizsgált személy állapota
 Vizsgálatok között eltelt idő



Eltérések okai
 Vizsgálati környezet (háttérzaj)

- intenzitás
- spektrum
- változás
- transducer típusa

 Süketkabin vs csendes helyiség



Bruel & Kjaer

Előadó
Bemutató megjegyzései
Examples of ambient noise levels (dB SPL) at octave band frequencies recorded from several locations that could serve as testing sites for boothless audiometry evaluations. Sound levels were measured using calibrated type I or type 2 sound level meters equipped with an octave band analyzer. MPANL values for ears uncovered (for testing from 125 to 8000 Hz) as specified in ANSI/ASA S3.1-1999 (R2018), which would be applicable when doing bone conduction threshold testing with unoccluded ears, are presented for reference. The sound levels presented are intended to demonstrate the range of noise levels that one might encounter when seeking locations to conduct boothless audiometry and not necessarily representative of levels at these locations at all times during the day. Noise levels may fluctuate, and one cannot assume that measurements taken at one point in time will be valid during the entire testing session. Therefore, it remains imperative that continuous ambient noise level monitoring be performed during the entire test session. Sites where recordings were made include (A) ear, nose, and throat (ENT) exam room, (B) community clinic exam room, (C) hospital ward, (D) community health center exam room, (E) school classroom (unoccupied), (F) chemotherapy treatment room, (G) nursing home patient room, (H) physician's consult room, (I) factory conference room, (J) school classroom (occupied), and (K) audiology consult room.



Eltérések okai

J. Acoust. Soc. Am.. 2023;153(1):26-39. doi:10.1121/10.0016362

Előadó
Bemutató megjegyzései
Examples of ambient noise levels (dB SPL) at octave band frequencies recorded from several locations that could serve as testing sites for boothless audiometry evaluations. Sound levels were measured using calibrated type I or type 2 sound level meters equipped with an octave band analyzer. MPANL values for ears uncovered (for testing from 125 to 8000 Hz) as specified in ANSI/ASA S3.1-1999 (R2018), which would be applicable when doing bone conduction threshold testing with unoccluded ears, are presented for reference. The sound levels presented are intended to demonstrate the range of noise levels that one might encounter when seeking locations to conduct boothless audiometry and not necessarily representative of levels at these locations at all times during the day. Noise levels may fluctuate, and one cannot assume that measurements taken at one point in time will be valid during the entire testing session. Therefore, it remains imperative that continuous ambient noise level monitoring be performed during the entire test session. Sites where recordings were made include (A) ear, nose, and throat (ENT) exam room, (B) community clinic exam room, (C) hospital ward, (D) community health center exam room, (E) school classroom (unoccupied), (F) chemotherapy treatment room, (G) nursing home patient room, (H) physician's consult room, (I) factory conference room, (J) school classroom (occupied), and (K) audiology consult room.



Áthallás - maszkolás
 Csontvezetéses áthallás
 Légvezetéses áthallás
 Maszkolás:

- mikor?
- mivel?
- hogyan?



Áthallás - maszkolás



Vizsgálati alanyok
 2024.09.25. – 2025.02.18.
 63 eset
 91% férfi
 21 – 74 év, átlag életkor: 49 év



Értékelés
 Megegyezik: egyik frekvencián sem éri el a 

légvezetéses hallásküszöb különbsége a 20 dB-t
 Jobb: legalább egy frekvencián alacsonyabb a 

légvezetéses hallásküszöb legalább 20 dB-lel
 Rosszabb: legalább egy frekvencián magasabb a 

légvezetéses hallásküszöb legalább 20 dB-lel

Vizsgált frekvenciák: 250Hz, 500Hz, 1kHz, 2kHz, 4kHz, 
8kHz



Eredmények
 Megegyezik: 22
 Jobb: 34
 Rosszabb: 5
 Egyéb: 2 eset
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